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Abstract: This paper focuses on Wind Farms (WFs) optimization and Wind Energy (WE) systems of Luxembourg. The
overview of wind resources in all WFs is described and a class of Improved Generalized Multiple Wake Model (IGMWM)
for Coordination and Optimization Control (CnOC) of WFs are presented. Based on Wind Power (WP) assessment of
WFs, the statistical methods are used to model the distribution of Wind Speed (WS) and Wind Direction (WD). Finally,
some simulation figures about Wind Rose (WR) and WF optimization demonstrate the WP in detail. These assessments
are expected to enhance the exploitation and utilization of WP in WFs of Luxembourg.
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1 Introduction
With the increase of global wind-generation capacity in the
last ten years, WE has become the fastest-growing electri-
cal energy in the world. It is well known that WE is widely
recognized to be one of the most cost-efficient renewable
sources of energy. In the processes of Wind Energy (WE)
utilization, Wind Power (WP) assessment is a critical step.
In order to enhance the effective utilization of WE, the best
way is to utilize existing WFs through improving control
techniques and algorithms [1, 2, 3, 4, 5].
Nowadays, many researches and developments of WE har-
vesting systems are focused on optimizing different aspects
of WTs in order to improve its Cost of Energy(CoE), such
as optimal placements of WTs in a specific area. The WT-
s location optimization is an effective way to reduce the
wake effect of WTs and to increase the total WP of the
WF. Turbines in WFs can be located along a single line,
in multiple lines, in grids, in clusters or in configurations
based on geographical features, prevailing WD, access re-
quirements, environmental effects, safety, prior and future
land use including ranch-land and farmland, and visual im-
pact [6, 7]. Therefore, some challenging problems, e.g. the
electric energy product increment and the cost reduction e-
merged from rapid growth of the WE industry. Increasing
performance of the control system by optimizing WTs con-
troller is one of the most important ways to enhance CoE
of WTs [6].
Generally, WTs not only generate power but also induce
wakes behind their swept areas in the WFs. For the down-
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stream WTs, the wakes will weaken the WP generation per-
formance. Due to the wake effect, the layout of a WFs
greatly reduces the upper boundary of their potential W-
P generation. This study aims to design and optimal the
WFs layout and even avoid the wake loss through the dis-
tribution of WTs. Meanwhile, because of the aerodynam-
ic interactions among the array WTs, using control algo-
rithms, optimizing WP capture of WFs with coordination
and optimization control will no doubt increase the effec-
tive utilization of WE. One method for dealing with these
aerodynamic interactions is to develop and use wake mod-
els in the distributed and optimization control algorithm-
s. An alternative method is to develop an online control
approach where each WT adjusts its own induction model
coefficients according to the information of local WFs [8].
Recent years, WE is developing rapidly in Luxembourg. In
view of Luxembourg locating in the western central area
of European, and there are abundant wind resources to tap
into Luxembourg. There are currently more than 16 WFs
established in the different places of Luxembourg. As an
example, Fig. 1 shows WF Wand park Gemeng Hengischt
S.A., which is one of the largest WFs in Luxembourg [9].
Inspired by the above works and discussions, we argue that
the key and core research contents are to operate WFs with
the efficient methods, to improve WP, power quality, and
energy capture of the overall WTs. Moreover, reducing
complex structural electricity loading, advanced and hybrid
control measures have to be applied on the WFs. All factors
mentioned above motivate our research in this field.
Due to the complex interactions among the WTs, the chal-
lenging problem of WFs is the fact that the pure control on
Figure 1: The portraits of WF Wand park Gemeng Hengis-
cht S.A. in Luxembourg [9].
the single-WT is not completely sufficient. Firstly, all WTs
in a farm are connected to the same Electrical Grid (EG)
and each individual WT therefore has an influence on the
quality or output of the generated electrical power. Second-
ly, there are also aerodynamic interdependencies among the
WTs because each WT influences the airstream that flows
through the WF. In addition, also these flows influence the
wind conditions and hereby the power generation as well
as the electricity structural load on other WTs. Further-
more, aerodynamic and electrical interaction among WTs
in a WF also result in the losses of energy-capture, which
have to be recovered by a suitable control measures. There-
fore, the overall control strategy of WFs is currently a very
important research topic and also the main objective which
goes far beyond the control method of a single WT.
The main contributions of this paper are as follows.
Firstly, an Improved Generalized Multiple Wake Model
(IGMWM) for WFs has been put forward. Three kinds of
shadowing area, i.e. No Shadowing Area (NSA), Partial
Shadowing Area (PSA) and Completed Shadowing Area
(CSA) have been calculated and presented with mathemat-
ic forms in detail. Further, wind power generation system is
studied, and wind rose and wind weibull probability densi-
ty distribution are elaborated and discussed that all focused
on WFs of Luxembourg. Finally, the problem of WTs lo-
cation optimization is discussed. Some simulation figures
are provided to prove their effectiveness and correctness in
the paper.
The paper is organized as follows: In section 2, An
IGMWM is described and deduced, and wind power gen-
eration system is studied in section 3. The wind rose and
wind Weibull probability density distribution are presented
in section 4. Further, WFs optimization in luxembourg is
discussed in 5. Finally, the conclusion is summarized in
section 6.
2 An Improved Generalized Multiple Wake
Model (IGMWM) for WFs
In this section, we will discuss an Improved Generalized
Multiple Wake Model (IGMWM) for WFs. An IGMWM
wake effect is shown in Fig. 2. Fig. 2 points out the di-
rection of free wind and its undisturbed wind speeds v0. In
the optimization of WFs,WTi is in front of other WTs. The
wind speed at WTs, e.g. WTj,WTk are affected not only by
the upstream WTi, but also by other upstream WTs.
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Figure 2: The portrait of Improved Generalized Multiple
Wake Model (IGMWM).
This IGMWM considers the shadowed areas of the up-
stream WTs. This shadowing areas (Ashadow,i j and
Ashadow,ik) are measures of the overlaps between the area
of the circular section of the wakes shadow and the tur-
bine area that suffers the action of this wake, an example of
which is depicted in Fig. 2.
There are three kinds of shadowing area, i.e. Partial Shad-
owing Area (PSA), No Shadowing Area (NSA) and Com-
pleted Shadowing Area (CSA). For the situation with PSA
of WTs, the input wind speed is the free wind speed in the
environment mixed with the wake stream speed. For the
situation with NSA of WTs, the input wind speed is the
free wind speed in the environment. For the situation with
CSA of WTs, the input wind speed is equal to the wake
stream speed that shadows it.
If the WTs rotors have the different radiuses (r j1 and rk1),
then the area of the WTs being shadowed can be calculated
by using the basic trigonometric relationships, which leads
to the following results.
1). When ri(xi j)− r j1 ≤ di j ≤ ri(xi j)+ r j1, and ri(xi j)−
rk1 ≤ di j ≤ ri(xi j)+ rk1, i,k = 1,2, · · · ,N, n = 1,2, · · · ,N,
it represents PSA. We use two different methods to solve
them. One approach is:
nX
i=1
nX
j=1
Ashadow,i j
=
nX
i=1
nX
j=1
[S
FanShapedRegionsO1õEFi j
+S
FanShapedRegionsO2õEFi j−SQuadrilateralO1EO2Fi j]
(1)
=
nX
i=1
nX
j=1
[2
θ j1
2pi
pir2i (xi j)+2
θ j2
2pi
pir2j1(xi j)
− 1
2
|O1O2|i j|EF |i j]
=
nX
i=1
nX
j=1
[θ j1r2i (xi j)+θ j2r
2
j1(xi j)−
1
2
|di j||hi j|].
(2)
and
nX
i=1
nX
k=1
Ashadow,ik
=
nX
i=1
nX
k=1
[S
FanShapedRegionsO1õMNik
+S
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=
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2pi
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θk3
2pi
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− 1
2
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=
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i=1
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k=1
[θk1r2i (xik)+θk3r
2
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1
2
|dik||hik|]
(4)
Herein,
θ j1 = arccos
li j
ri(xi j)
; θ j2 = arccos
di j− li j
r j1
. (5)
and 8>>><
>>>:
θk1 = arccos
lik
ri(xik)
,
θk3 = arccos
dik− lik
rk1
,
xik = xi j.
(6)
Another approach is:
nX
i=1
nX
j=1
Ashadow,i j
=
nX
i=1
nX
j=1
[S
FanShapedRegionsO1õEFi j−S∆O1EFi j
+S
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=
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j=1
[θ j1r2i (xi j)− r2i (xi j)sinθ j1 cosθ j1
+θ j2r2j1(xi j)− r2j1 sinθ j2 cosθ j2]
=
nX
i=1
nX
j=1
{r2i (xi j)[θ j1−
1
2
sin(2θ j1)]
+ r2j1(xi j)[θ j2−
1
2
sin(2θ j2)]}.
(8)
and
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nX
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Herein,8>>>>>>>>><
>>>>>>>>>:
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2
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(12)
2). When di j ≥ ri(xi j)+ r j1, and di j ≥ ri(xi j)+ rk1, i,k =
1,2, · · · ,N, n= 1,2, · · · ,N, it describes the area with NSA:
nX
i=1
nX
j=1
Ashadow,i j = 0, and Ashadow,ik = 0, (13)
here n= 1,2, · · · ,N.
3). When di j ≤ ri(xi j)− r j1, and di j ≤ ri(xi j)− rk1, i,k =
1,2, · · · ,N, n= 1,2, · · · ,N, it represents the CSA:
nX
i=1
nX
j=1
Ashadow,i j =
nX
i, j=1
pir2j1, and Ashadow,ik = pir
2
k1, (14)
here n= 1,2, · · · ,N.
The wind speed equation in IGMWM can be calculated us-
ing the following equation:
nX
i=1
nX
j=1
vi(xi j)
=
nX
i=1
nX
j=1
[1+(
p
1−CTi−1)( r j1ri(xi j) )
2Ashadow,i j
AO1
]v0i,
n= 1,2, · · · ,N.
(15)
Meanwhile,
nX
i=1
nX
k=1
vi(xik)
=
nX
i=1
nX
k=1
[1+(
p
1−CTi−1)( rk1ri(xi j) )
2Ashadow,ik
AO3
]v0i,
n= 1,2, · · · ,N.
(16)
If the wind velocity shears are taken into consideration, the
equations (15) and (16) can be improved as the following
equations:
nX
i=1
nX
j=1
vi(xi j)
=
nX
i=1
nX
j=1
(
hIi
hJi
)α [1
+(
p
1−CTi−1)( r j1ri(xi j) )
2Ashadow,i j
AO1
]v0i,
n= 1,2, · · · ,N.
(17)
Meanwhile,
nX
i=1
nX
k=1
vi(xik)
=
nX
i=1
nX
k=1
(
hIi
hKi
)α [1
+(
p
1−CTi−1)( rk1ri(xi j) )
2Ashadow,ik
AO3
]v0i,
n= 1,2, · · · ,N.
(18)
Here, AO1 and AO3 are the rotor areas of WTJ and WTK .
Ashadow,i j and Ashadow,ik are the shadowing areas. The vari-
able hIi and hJi (or hKi) are the heights of the upstream WT
and downstream WT, respectively.
3 Wind Power Generation System
Usually, the surfaces Cpi−λ −β are used to characterize
the aerodynamics of the WTs. Cpi is the power coefficient,
which is the ratio of maximum mechanical power extracted
from wind at its maximum value to the total WE go through
the WTs. Moreover, it is also a function including the Tip-
Speed Ratio (TSR) λi and the pitch angle βi. A given Cpi
can be expressed by the mechanical power Pm and mechan-
ical torque Tm extracted from the wind by the WTi [10]:
nX
i=1
Pmi =
nX
i=1
1
2
ρAiV 3wiCpi(λi,βi)
=
nX
i=1
1
2
ρpiR2iV
3
wiCpi(λi,βi), n= 1,2, · · · ,N.
(19)
The TSR λi presents the ratio between the linear blade tip
speed and the wind speed, expressed as:
nX
i=1
λi =
nX
i=1
ΩtiRi
Vwi
, n= 1,2, · · · ,N. (20)
where ωti is the turbine rotor speed, Vwi is the wind veloc-
ity (or wind speed), ρ is the density of air, Ri is the blade
length, Ωti is the turbine angular speed, and Ai is the sweep
area of the turbine blades.
Cpi is the power coefficient, which is a nonlinear function
of the TSR λi:
nX
i=1
Cpi(λi)
=
nX
i=1
[a0i+a1iλi+a2iλ 2i +a3iλ
3
i +a4iλ
4
i +a5iλ
5
i ],
n= 1,2, · · · ,N.
(21)
In addition, a generic equation is introduced and used the
model Cpi(λi) based on the modeling WT characteristics
[11]:
nX
i=1
Cpi(λi,βi)
=
nX
i=1
[c1i(
c2i
λIi
− c3iβi− c4i)exp(−c5iλIi )+ c6iλi],
n= 1,2, · · · ,N.
(22)
here
1
λIi
=
1
λi+0.08βi
− 0.035
β 3i +1
, i= 1,2, · · · ,N. (23)
and take the coefficients: c1i= 0.5176, c2i= 116, c3i= 0.4,
c4i = 5, c5i = 21, c6i = 0.0068. For different values of the
pitch angle βi, the Cpi−λi characteristics are illustrated in
Fig 3(a). The maximum value ofCpi (Cpmaxi = 0.48) is got
when βi = 0◦, and for λi = λopti = 8.1.
The power coefficient Cpi depends on the specific speed λi
and the angle of the blades βi, and presents the aerodynam-
ic efficiency of the WTs. TheCpi is usually provided by the
manufacturer and can use an approximate value to define.
Normally, Cpi is different from one WTi to another WTj.
Fig. 3(a) shows the power coefficient Cpi, which is a func-
tion of βi and λi. Fig. 3(a) indicates that existing one
specific λopti makes WTs most efficient. Different values
of the pitch angle are also illustrated in this figure, e.g.
βi = 0◦, βi = 5◦, βi = 10◦, βi = 15◦, βi = 20◦. Normal-
ly, following the Cpmaxi, the variable speed WTs reach the
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Figure 3: The portraits of power coefficient Cpi curve and
wind power curve in Luxembourg
rated speed and capture the maximum power by adjusting
the rotor speed and the value λopti of the system.
Then the aerodynamic torque is defined as:
nX
i=1
Tmi =
Pmi
Ωti
=
nX
i=1
1
2λi
ρpiR3iV
2
wiCpi(λi,βi)
=
nX
i=1
1
2
ρpiR3iV
2
wiCTi(λi,βi), n= 1,2, · · · ,N.
(24)
where
nX
i=1
CTi(λi,βi) =
nX
i=1
Cpi(λi,βi)
λi
, n= 1,2, · · · ,N. (25)
Generally, the mechanical power is extracted from the
wind, and their relationship between wind speed and me-
chanical power can be described as following:
nX
i=1
PWTi =
8>>>>>>><
>>>>>>>:
0, if vi < vcii or vi ≥ vcoi;
nX
i=1
[
v3i − v3cii
v3ri− v3cii
Pri], if vcii ≤ vi ≤ vri;
nX
i=1
Pri, if vri ≤ vi ≤ vmaxi;
0, if vi ≥ vmaxi.
(26)
where n= 1,2, · · · ,N, vci (or vcoi) denotes the cut-in (or cut-
out) wind speed (m/s), vri is the rated wind speed (m/s),
and PWTri is the rated active power output of single WTi
(MW), vmaxi is the maximum allowable cut-in speed.
Fig. 3(b) shows an ideal wind power conversion curve for
WTs with 5200kW in Luxembourg, which is a typical WP
conversion curve of WTs, and the curve can be divided into
three main stages. The first stage is Region I, the wind ve-
locity is very small (vi < vcii). The WT is out of operate and
the WP generation is suspended because the wind velocity
is below the cut-in speed, and the available WP is too low to
produce the enough thrust for running the WT. The second
stage is Region II, the wind velocity is bigger and bigger
(vcii ≤ vi ≤ vri), the WT works at partial load below the
rated power and rated speed. Therefore, Region II is also
called the partial load region. The third stage is Region III,
the wind velocity is stronger and stronger (vri ≤ vi ≤ vcoi),
the power generation reaches its rated value and remains
this level. So Region III is also called the full load region.
When the wind velocity is enough strong and exceeds the
cut-out speed, the WT is shut off to prevent damaging the
WT structure. With the advancement of generator and WT
technologies, more WTs work in the partial load region-
Region II.
The operational goal of this region is to maximize WE cap-
ture by controlling both the blade pitch angle and the TSR
under varying wind speed.
4 Wind Rose andWindWeibull Probability Den-
sity Distribution
In this section, we describe and summarize the wind rose
and wind Weibull probability density distribution focusing
on WFs of Luxembourg. We get the actual and real-time
data from this Website [12]. Some WE cases are reduced
and the WR is simplified through merging the wind speed-
s and wind directions in Luxembourg. These data of WE
resource are collected and sorted out in the following fig-
ures. The wind rose shows the portraits of wind mean speed
(m/s) in Luxembourg from Jan. 01 to Sep. 30, 2015 in Fig.
4(a) and Fig. 4(b). The most of wind mean speeds from
southwest are more than 4m/s. Whereas, a small amoun-
t of wind mean speed from northwest are approximate to
4m/s. Therefore, wind turbines should face to southwest in
WFs of Luxembourg. We continue getting the actual and
real-time data from this Website [12]. The wind speed in
Luxembourg are collected from Jan. 01 to Sep. 30 in 2015
and their Mean Wind Speed (MWS) is 3.6099m/s. They
are shown in the Fig. 4(b).
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Figure 4: Rose portrait of average WD(North=0) and mean
wind speed (= 3.6099m/s) in Luxembourg from Jan. 01 to
Sep. 30, 2015.
The Figs. 5(a) and 5(b) show rose portraits of average WD
and WD (North=0) in Luxembourg from Jan. 01 to Sep.
30, 2015. The probabilities of most of WDs from south-
west are more than 3% and approximate approaches to 4%.
Whereas, a small amount of WD from northeast are more
than 3% and approximate approaches to 4%. Therefore,
WTs should face to southwest in WFs of Luxembourg.
Figs. 6(a), 6(b) and 6(c) show the parameters and fitting
curve of Weibull probability distribution for the wind speed
in Luxembourg. According to wind tower, measuring data
and draw wind speed histograms, Using Maximum likeli-
hood estimation method, we estimate two parameters of the
Weibull distribution, i.e. c= 4.0329, and k= 1.7616. Then
we draw the Weibull probability density distribution curve
in Fig. 6(d). As seen in Fig. 6(d), the probability distribu-
tion of wind speed can be more satisfied with the Weibull
distribution.
(a) Average WD(North=0) (b) Wind Mean Speed(m/s)
Figure 5: Rose portrait of average WD(North=0) and Wind
Mean Speed(m/s) in Luxembourg from Jan. 01 to Sep. 30,
2015.
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Figure 6: The portraits of Weibull probability density dis-
tribution in Luxembourg from Jan. 01 to Sep. 30, 2015.
5 Optimal Control in Wind Farm of Luxem-
bourg
In this section, the problem of WTs location Optimal Con-
trol is discussed. When the wind flows over the WTs, there
will be a region under the wake stream due to the extraction
of the WE and the disturbance of the wind rotors. If one tur-
bine is inside the wake stream of other WTs, its wind load
will increase and the power output will decrease. There-
fore, avoiding the wake flow, the WTs should be placed
appropriately and effectively when constructing the whole
WF. Here, 80 WTs are located as the similar square array
in the WF. The interpretation of the dynamic effects of WF
are shown in Figs. 7(a) and 7(b).
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Figure 7: The portraits of Wind Farm optimization in Lux-
embourg
6 Conclusions
The paper investigates the WE systems and WFs optimiza-
tion in Luxembourg. We show the overview of the wind
resources in all WFs as well as present a class of IGMWM
for CnOC of WFs. Meanwhile, the wind power genera-
tion system is studied. Moreover, the statistical method is
used to model the wind speed and WD distribution for WP
assessment of WFs. Further, WFs optimization in luxem-
bourg is discussed. Some simulation figures of the wind
rose and Weibull distribution demonstrate the description
and assessment of WP in detail. These assessments can
effectively accelerate the development of WP and utiliza-
tion of WFs in Luxembourg. Next step, we will studied
some new models of coordinated and optimization control
for WFs. In addition, Large Eddy Simulation of WTs and
WFs will also be the aim of our research.
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